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ll MOUNTING BASE ADAPTER DETAIL
....... Sec Note T

SEE MOUNTING BASE 7

ADAPTER DETAIL. PROPOSED NAVIGATION OBSTRUCTION WARNING LUMINAIRE,

EAST SIDE SHOWN (SEE NOTES)

NOTES:

1, ON WEST SIDE OF BRIDGE, ADJUST LENGTH OF LOCKING ROS AND COUNTERWEIGHT
PIPE AS NEEDED TO ACCOUNT FOR HEIGHT OF PARAPET W

2. PLATES, PIPE, AND HARDWARE SHALL BE STAINLESS STEEL.
% 3. DIMENSIONS OF PLATE AND BOLT CIRCLE SHALL MATCH THAT OF THE EXISTING

NAVIGATION LIGHT MOUNTING PLATE,

4, BEFORE THE ORDERING OF ANY MATERIALS OR FIXTURES, THE CONTRACTOR SHALL
SUBMIT DETAILED SHOP DRAWINGS FOR THE LUMINAIRE(S) THAT HE/SHE INTENDS TO
INSTALL FOR APPROVAL BY THE ENGINEER AND THE BRIDGE MAINTENANCE ENGINFER, SEE
PROPOSED NAVIGATION OBSTRUCTION WARNING LUMINAIRE. gs%g%%LTigFé?VISION: WATERWAY OBSTRUCTION WARNING LUMINAIRE, LED FOR REQUIRED
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